Abstract-In this paper, a high-speed PLA based on latch sense amplifiers and a charge sharing scheme is presented. The circuit consists of logic cell arrays, dual-rail bit-lines, latch sense amplifiers, and control blocks. By latch sense amplifiers, a read-out scheme sensing t h e differential voltage of dual-rail bit-lines caused by charge sharing is used for high-speed operation. As an application of t h e proposed PLA, a 32-bit binary comparator is designed and implemented in a 0.6-pm double-poly, triple-metal CMOS process. Results of HSPICE simulation are 2.9 times faster t h a n the conventional CMOS circuit. The measured results show a good agreement with t h e simulation.
I. INTRODUCTION
Programmable logic arrays (PLAs) are widely used for combinational and sequential logic circuits in VLSI systems because of its simplicity, regularity, and flexibility. Often, microprocessors use PLAs to implement, such functions as instruction decoding. The regularity in the physical structure well suits the VLSI design.
This paper proposes a high-speed PLA using array logic circuits with latch sense amplifiers and a charge sharing scheme. Latch sense amplifiers, which are commonly used in memory-type circuits, amplify small voltage differences between bit-lines to a rail-to-rail signal. Meanwhile, some logic circuits take advantage of the high-speed read-out capabilities of sense amplifiers [l] , [a] . The dynamic array logic circuits in [2] can achieve a high-speed circuit operation using sense amplifiers. However, logic functions that can be realized are limited to only AND functions. Besides, discharging speed of the bit,-lines depends on the number of activated word-lines, so that it takes a long cycle time due t o precharge.
The present circuit can realize any logic function using PLA structure and control blocks. Moreover, by using a charge sharing scheme, the voltage swing of the bit-lines is reduced for high-speed and low-power operation.
11. P L A CONFIGURATION to be precharged faster.
DESIGN OF 32-BIT BINARY COMPARATOR
As an application of the proposed PLA, a 32-bit binary comparator is designed and implemented in a 0.6-pm double-poly, triple-metal CMOS process with a supply voltage of 5V. Logic functions of an equality and magnitude comparator of two 32-bit binary numbers, A and B , are expressed as
where YA=B is high when A = B: while YA>B is high when A > B. The schematic for this implementation is shown in Fig. 3 . The propagation signals P, are generated by XOR gates located in the P-generator.
Results of HSPICE simulation are shown in Table I 2.93 and 1.56 times faster than those of the conventional CMOS random logic circuits using carry look-ahead gates. A comparison of area and a designed chip microphotograph are shown in Table I1 and Fig. 4 , respectively. Fig. 5 shows the measured waveforms along the critical path using electron beam probing. The measured results show a good agreement with the simulation.
IV. CONCLUSION
We have proposed a high-speed PLA using array logic circuits with latch sense amplifiers and a charge sharing scheme. As an application of the proposed PLA, a 32-bit binary comparator is designed and implemented. By taking advantage of the fast read-out capabilities of the present scheme, a high-speed circuit operation has been achieved.
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